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Dis-assembly and service instructions for other damper types are on the rear cover of each product leaflet

5 MINUTE DOWN TIME PULSE ndMrers &
* MOUNTING BLOCK / Piping Base PRODUCTS

WARNING Pulse Dampers may be energy storing, Proceed with EXTREME CARE
« THE PIPEEHUG GILR Bolted configuration

The bolted damper capsule body also speeds & simplities disassembly compared to the tamperproot segmental lock ring standard

E \ﬂﬂelease the DAMPER CAPSULE E&ifrum the MOUNTING BLOCK ﬂplplng base.
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5 g Open Cushion Pre-Fill Valve9019c, pt. 5 (see _

; | By removing the yellow sealing cap, schematic)
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and turning the 3/4" AF swivel nut.
When all pre-fill pressure is released,

MOUNTIN MOUNTING unscrew the valve body and set care —
e L fully aside
3 Without scratching the sealing

~ for Vvalve D
Stand capsule on dome end E

v . L Remove all of 4, 8, or 12 bolts I~
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SCHEMATIC of D
Pre-Fill Valve 8019c/304ss is used
on all civil and military aircraft. It is
totally reliable, and must not be

replaced with other items.

9019c is opened & closed with 3/4"
wrench. No special tools required.

Sealing Cap
Swivel Nut
Body

0" Seal
Cone Seat

Rising
Stem

5 Place base plate on a smooth clean surface so as not
to damage sealing surface \M remove bladder ,ﬂ
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