Liquid Inside the Bladder DAMPERS For bual Purpose use: LU g
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PRESSURE PULSE DAMPING, by INTERCEPTING piping respose frequencies. = Guard Against Pulsation

In Place Flushable Type/Volume/Membrane -Mtl./Pressure/Connections/Metal Mtl.
PART Nbr. & ID PeG/TW---1 (I=in3)/D=diaphragm-y-Lgth -?/---p (p=psi)/to Pmp. - to Sys./SS or A20 etc.
Metric PeG/TW ---Lt =Litres/D=Dphrgm diam-y-Lgth -?/---Br=Bar)fto Pmp.- to Sys.\Wetted Pts.
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nside the prefill drive bonnet, by disassembly] | 9as bag". With inside, Nitrogen is “O"IRING to "code" them.
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The pip of incompressible elastomer
inside center of the rolling diaphragm|
shown above, is located within the

undercut of the anti-extrusion plate 5
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Pt Nbr. 5560 - Type PeG/TW corrosion,
POLICY !

FOR THE SAME PRICE AS A SPARES KIT

we w;ll supply and fit a spares Kit and recertity your damper for you
his way, you allow us to see as many of our products back as possible,
and we learn the improvements that you need.

It is part of our ISO 9001 95-LON-AQ-485DNV continuous improvement policy.

As a manufacturer of vessels to all known codes, we believe in regular corrosion inspection and re hydro testing, (F.O.C.).
NOTE re "Codes" : ASME code (which claims to be non-applicable to dampers "snubbers") @ a massive on cost, Or, for $125,
certified to the relevant catagory for your actual use, for the 500 million EC & world market c € 0040 RSA Cert Nbr $50210435

To return an item for service, first call to ask for a RGA / RMA (Return Goods/Mti Authorization) Nbr.
ltem 2, Bladder part numbers are the outside diameter mm at the sealing bead ( See "D" above, mm) followed by y "DH" mm

D= E'.Z%d:t;,_ say 191 mmijxample:D 191y 95 -7  where?=the bag material. N=ButadieneAcryloNitrile, E=EthylenePropyleneTerPolymer

DH= E'g,‘é‘fﬁr say 95 mm_/ V=FluoroCarbonElastomer, B=Butyl, H=ChloroSulphonated Polyethylene "Hypalon", S=Silicone Rubber, Nat=Natural Rub.

To order spares : SK=Spares Kit Example SK-D450y 120-E includes the Bladder and the necessary seals also.
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